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RESEARCH MEMORANDUM

INDUCTION SYSTEM CHARACTERISTICS AND ENGINE SURGE
OCCURRENCE FOR TWO FIGHTER-TYPE AIRPLANES

By Terry J. Larson, George M. Thomas,
and Donald R. Bellman

SUMMARY

An investigation was conducted to measure and to compare the total-
pressure recovery and distortion characteristics at the compressor face
of two single-place fighter-type airplanes with similar two-spool turbo-
Jet engines, but with dissimilar inlets. Airplane A has a single normal-
shock nose inlet; airplane B has two engines and triangular-shaped inlets
located in the wing roots. In addition, data are presented for engine
surge occurence of these two airplanes and also for a third single-engine
airplane having two semicircular-shaped side inlets.

The total-pressure recovery was relatively independent of angle of
attack and mass-flow ratio for both airplanes except for a significant
decrease in pressure recovery with angle of attacK for airplane B at the
highest Mach numbers tested. The root-mean-square total-pressure distor-
tion decreased slightly with angle of attack and increased slightly with
mass-flow ratio for airplane A. For airplane B the distortion increased
with angle of attack and decreased slightly with mass-flow ratio, partic-
ularly at the higher altitudes. Altitude effects on distortion were noted
only for sirplane B.

Engine compressor surges were encountered primarily in the region
of high altitude and low inlet total pressure, as indicated by wind-
tunnel tests. At lower altitudes and at higher inlet total pressure,

surges were encountered under conditions of high total-pressure dis-
tortion, particularly circumferential distortion.

INTRODUCTION

Air-flow characteristics of air inlets and ducts of jet airplanes
have a significant effect on the performance of the airplanes. Of these
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characteristics pressure recovery is important, but flow distortion is
sometimes more important. A large degree of flow distortion can limit
engine performance by causing surging in the engine compressor; that is,
a stalling of all compressor stages with a rapid fluctuation of air flow.

The air-flow characteristics of a given inlet can vary with alti-
tude, Mach number, inlet-flow angles, engine speed, and other parameters.
Since it is difficult to exactly simulate flight conditions in a wind
tunnel, a flight investigation was made at the NACA High-Speed Flight
Station at Edwards, Calif., to measure inlet-flow distortion and total-
pressure recovery at the compressor face on three fighter- or interceptor-
type airplanes with similar turbojet engines. A part of this investiga-
tion was devoted to the determination of surge characteristics of these
airplanes. Since compressor surges can be damaging to the airplane, the
number of surges encountered was necessarily limited. However, enough
data were obtained to present a brief comparison of the surge character-
istics of the three airplanes, Because the data from the third airplane
have been reported previously in reference 1, only the surge data for
this airplane are included in the present paper for comparison.

The pressure-recovery data were obtained primarily over a Mach num-
ber range from 0.8 to 1.4 and at altitudes between 22,000 feet and
42,000 feet. Compressor surges were encountered at Mach numbers from
0.6 to 1.5 and at altitudes between 30,000 feet and 52,000 feet.

SYMBOLS
A cross-sectional area, sq ft
D circumferential distortion factor,
P'yax = P'min)/6- \/0+
100, percent
P'ay 180/\180
hy pressure altitude, ft
M Mach number
m/mg mass-flow ratio, ouCt mass flow
PoVohi
N engine inner-rotor speed, rpm
N/\/aé normalized engine inner-rotor speed, rpm
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NACA RM H58C1h4 CONF IDENTTIAL 3

number of total-pressure probes
static pressure, 1b/sq ft
total pressure, 1b/sq ft

average total pressure of the five total-pressure rakes,
1b/sq ft

highest of the averaged pressures of the five total-
pressure rakes, lb/sq ft

lowest of the averaged pressures of the five total-
pressure rakes, 1lb/sq ft

Reynolds number based on minimum area equivalent circle

diameter
Zcpz

n -1

root-mean-square distortion, 100, percent

inlet air total temperature, °R
velocity, ft/sec

air-flow rate, 1b/sec

normelized air flow, lb/sec

distance from inlet, in.

angle of attack, deg

P'c
pressure normalizing factor,

Sea-level static pressure

compressor-face circumferential station, deg

T's

temperature normalizing factor,
Sea-level static temperature
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0~ circumferential angle subtended by the largest singly
connected sector of the inlet annulus, having a total
pressure less than the average (see diagram)

6+ circumferential angle subtended by the largest singly
connected sector of the inlet annulus, having a total
pressure greater than the average (see diagram)

K—\ ‘

i
t

p! 9+ '
[ p'
| - max
| 5t av
lp min
|
I
|
1

O 360°
0
o air density, slugs/cu ft
) compressor-face total-pressure distortion factor,
1 1
<.P_i> ] <p_Lj
1 1
_p 0 P O/av

Subscripts:

0 free stream

av average

c compressor face

i inlet

l local
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NACA RM H58C1h4 CONFIDENTTIAL 5
ATRPLANES

The three airplanes are single-place fighter- or interceptor-type
airplanes powered by similar two-spool turbojet engines with after-
burners. The following are details of the airplanes and their inlet
and duct systems.

Airplane A

The engine of airplane A is supplied air through a single normal-
shock-type nose inlet. Figures 1 and 2 are photographs of the airplane
and the nose inlet, respectively, and figure 3 is a drawing showing the
duct contours and area distribution. The inlet has a lip radius of about
0.25 inch, and the diffuser has an equivalent conical expansion angle
(included wall angle of a frustrum of & cone having the same length and
inlet and exit areas) of 0.37°. Detailed dimensions and other physical
characteristics of the alrplane are presented in reference 2.

Airplane B

Airplane B is powered by two engines to which air is supplied by
triangular-shaped inlets located in the wing roots. Each inlet supplies
air to one engine. Figures L4 and 5 are photographs of the airplane and
the inlet, respectively, and figure 6 is a drawing showing the duct con-
tours and area distribution. The inlets have elliptical lips with a
minimum radius of about 0.3 inch, and the diffusers have an equivalent
conical expansion angle of 1.72°, Detailed dimensions and other physical
characteristics of the airplane are presented in reference 3.

Airplane C

Air is supplied to the engine of airplane C by two semicircular-
shaped side inlets which converge ahead of the compressor face. Fig-
ures 7 and 8 are photographs of the airplane and the inlet, respectively,
" and the duct contours and area distribution are shown in figure 9. Each
inlet has a lip radius of 0.25 inch, and the diffuser has an equivalent
conical expansion angle of 1.07°. Additional details on the airplane,
duct, and duct instrumentation are given in reference 1.

CONFIDENTIAL



6 CONFIDENTIAL NACA RM H58C14
INSTRUMENTATION AND ACCURACY

Fach airplane duct was instrumented primarily at the compressor
face where five radial rakes for measuring total pressures were installed.
Figure 10 shows the circumferential locations of these rakes as well as
the radial positions of the probes for airplanes A and B.

The compressor-face probe pressures were measured by NACA mechanical-

optical manometers which determine the difference between the probe and
the reference pressures within 5 pounds per square foot. The flow-
distortion values are based on differential pressures and, hence, were
accurate to *5 pounds per square foot. The total-pressure recovery at
the compressor face required the measurement of a reference pressure.
For airplane A this measurement was made with an absolute manometer cell
having an accuracy of 120 pounds per square foot; for the other two air-
planes the reference pressure was determined by a more sensitive method,
allowing an accuracy of *5 pounds per square foot.

For all three airplanes Mach number accuracy is Believed to be within
0.0l at subsonic and supersonic speeds and within #0.02 at transonic
speeds. Angle of attack was measured to an accuracy of about 0.5°.

RESULTS AND DISCUSSION

The pressure-recovery data were obtained primarily over a Mach num-
ber range from 0.8 to 1.4 and at altitudes between 22,000 feet and
42,000 feet. Compressor-surge data were obtained at Mach numbers from
0.6 to 1.5 and at altitudes between 30,000 feet and 52,000 feet. These
data correspond to a Reynolds number range from 1.4 x 10° to 9.2 x 10°,
based on minimum-area equivalent circle diameter.

Compressor-Face Total-Pressure Surveys

Contours for every 5 percent of the total-pressure recovery are
shown for the compressor face for airplane A in figure 11 for a range of
angle of attack at Mach numbers of about 0.80, 1.0, and 1.4. A compar-
sion of the contour plots shows that the distortion is small and, evi-
dently, is not affected by either angle of attack or Mach number for the
renges presented. The total-pressure recoveries are relatively high,
with the lowest recoveries occurring at the bottom of the duct for Mach
numbers of 0.8 and 1.0.

Figure 12 presents the same data as shown in figure 11 in a differ-
ent, more obJjective manner. The average total-pressure recovery of all

CONFIDENTIAL
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probes on each rake is shown as a circle with a solid line connecting
these values. The radial location of each probe and the circumferential
location of each rake are both indicated on the abscissa. The dashed
line indicates the average total-pressure recovery of all the rakes.
From figure 12 it can be seen that angle of attack slightly affects
circumferential distortion, especially near the 180° region where the
total-pressure recovery begins dropping when angle of attack increases
beyond 8°.

Figure 13 shows the variation of total-pressure recoveries and
total-pressure distortions with mass-flow ratio and angle of attack at
the compressor face of airplane A. For the lower Mach number range and
for mass-flow ratios between 0.90 and 1.00 total-pressure recovery
decreases about 2 percent as the angle of attack increases from about
0. 5 to over 19 Fairings are not shown for some of the sets of points
because of the large scatter. This scatter is most likely a result of
the reference cell, noted in "Instrumentation and Accuracy," on which
the computations of pressure recovery and mass-flow ratio depend.
Despite the scatter, the data indicate that the pressure recovery is
high throughout the mass-flow range tested and varies little with mass-
flow ratio, indicating that for these tests no choking occurred.

The root-mean-square distortion of the total pressure plotted
against angle of attack (fig. 13) shows the distortion dropping from
about 3 percent at an angle of attack near 0.5° to sllghtly less than
2 percent at an angle of attack somewhat greater than l9 The distor-
tion also varies slightly with mass-flow ratio, changing from about
1.5 percent to about 3.0 percent as the mass-flow ratio increases from

0.65 to 0.99.

Figures 14 and 15 present total-pressure-recovery plots for
airplane B comparable to those in figures 11 and 12 for airplane A.
Figure 14 shows that angle of attack affects both circumferential and
radial distortion at the compressor face. It is evident from figure 15
that, similar to airplane A, the lowest total-pressure recoveries are
experienced near the bottom of the duct. The average total-pressure
recoveries at a Mach number near 1.0 vary from 0.953 to 0.930 in fig-
ure 15(b), corresponding to an angle-of-attack change from 3.3° to 10.7°.
Figure 15(c) shows a similar variation for Mach numbers near 1.k4.

Presented in figure 16 are the variations of average total-pressure
recovery and total-pressure distortions with angle of attack and mass-
flow ratio at the compressor face of airplane B. For the curve showing
total-pressure recovery plotted against angle of attack the transonic
data are for mass-flow ratios between 0.9 and 1.0, wherees the supersonic
data are for mass-flow ratios between 0.85 and 0.95. 1In the transonic
range the total-pressure recovery drops from approximately 0.95 to 0.94

CONFIDENTTIAL
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when the angle of attack is increased from 0° to about 11°. The super-
sonic total-pressure recovery appears to be more sensitive to angle of
attack. At an angle of attack near 0° the recovery is 0.925, while at
an angle of attack of 8° it is approximately 0.86. Very little varia-
tion in total-pressure recovery is evidenced as the mass-flow ratio
increases from about 0.88 to about 1.00, indicating unchoked flow in the
duct.

Figure 16 shows that the root-mean-square total-pressure distortion
increases with altitude as well as with angle of attack. At an angle of
attack of 8° and at a pressure altitude of 50,000 feet the distortion is
6.4 percent, at 40,000 feet it is 5.2 percent, and at 30,000 feet (by
extrapolating) it is near 4.4 percent. The root-mean-square distortions
of the total pressures for three pressure altitudes plotted against mass-
flow ratio indicate little variation in distortion as the mass-flow ratio
increased from 0.88 to 1.00.

Surges Encountered

Several compressor surges were encountered for each airplane.
Table I lists flight and compressor-face conditions that occurred imme-
diately prior to the surges. In order to summarize the surge regions
and to help analyze the surges, figure 17 presents pressure altitude
plotted against Mach number immediately prior to surge. NACA Lewis
altitude wind-tunnel tests of a similar engine show that compressor
surge can occur at low Reynolds numbers corresponding to total pressures
less than about 500 pounds per square foot for normal bleed-door opera-
tion and no distortion. These conditions are shown by the shaded region
in figure 17.

Reference 1 shows that for airplane C the compressor-face distor-
tions for surge data are not significantly different in magnitude from
the distortions for nonsurge data and therefore concludes that distor-
tion was not responsible for the surges experienced by this airplane.
Reference 1 showed, too, in a manner similar to that used in figure 17,
that good agreement is obtained between wind-tunnel data and full-scale
flight data in establishing the surge region of this particular engine.

As can be seen in figure 17, two of the three compressor-surge
points for airplane A also occur at total pressures less than 500 pounds
per square foot. However, the surge point shown at a Mach number of
0.756 was accompanied by a root-mean-square distortion at the compressor
face which is considerably greater than normal for this airplane (fig. 13
and table I). Although the total pressure at the compressor face exceeds
500 pounds per square foot only by 40 pounds per square foot, it is
believed that the surge was caused by the relatively high distortion;
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this distortion was undoubtedly a result of the combination of high
angles of attack (21.20) and sideslip (20°) which were experienced imme-
diately prior to compressor surge.

Four of the surges for airplane B that are neither in nor near the
surge boundary occurred at Mach numbers greater than 1.35. Reference &4
indicates that above this Mach number a surge problem existed until the
lower portion of the leading edge of the boundary-layer splitter plate
was cambered toward the fuselage, which prevented flow separation on the
plate and reduced boundary-layer buildup. The airplane of this paper
did not have the cambered splitter plate.

If separation occurred on the plate for these surges, it would be
expected that circumferential distortion would occur at the compressor
face. By comparing the values of the root-mean-square distortions for
surge conditions (table I) with nonsurge conditions (fig. 16), it is
seen that no significant difference existed between root-mean-square
distortion for surge and root-mean-square distortion for nonsurge.
However, the root-mean-square distortion is a distortion index which
gives a mean value of the overall distortion, without distinction between .
radial distortion and circumferential distortion. Therefore, it is pos-
sible that, if for a particular case the circumferential distortion is
"high," the root-mean-square value may mask this if the radial distortion
is "low." As seen in table I, the circumferential distortion index D
(taken from ref. 5) gives higher circumferential distortion values for
every surge that occurred for Mach numbers greater than 1.35 than for
the surges at lower Mach numbers and at total pressures less than about
500 pounds per square foot.

For the other point outside the wind-tunnel surge region for
airplane B the circumferential distortion is higher than for the points
in, or near, the surge region. This high distortion is believed to be
the result of high angle of attack (10.6°) of the airplane prior to
surge.

CONCLUDING REMARKS

Measurements of total-pressure recovery and distortion at the com-
pressor face for the test airplanes having similar two-spool turbojet
engines, but with dissimilar inlets, indicate that: The total-pressure
recovery was relatively independent of angle of attack and mass-flow
ratio for both airplanes, except for a significant decrease in pressure
recovery with angle of attack for airplane B at the highest Mach numbers
tested. The root-mean-square total-pressure distortion decreased slightly
with angle of attack and increased slightly with mass-flow ratio for

CONFIDENTIAL
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airplane A. For airplane B the distortion increased with angle of attack
and decreased slightly with mass-flow ratio, particularly at the higher
altitudes. Altitude effects on distortion were noted only for airplane B.

Several compressor surges were encountered for each airplane pri-
marily in the region of high altitude and low inlet total pressure, as
was indicated by wind-tunnel tests. At lower altitudes and at higher
inlet total pressures, surges were encountered under conditions of
high total-pressure distortion, particularly circumferential distortion.

High-Speed Flight Station,
National Advisory Committee for Aeronautics,
Edwards, Calif., February 25, 1958.
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Figure 4.- Photograph of airplane B.
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Figure 5.~ Photograph showing left inlet of airplane B. E-2459
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(a) Longitudinal variation of duct cross-sectional area.

Top view
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(b) Geometric duct characteristics.

Figure 6.- Geometric duct characteristics and longitudinal variation of
duct cross-sectional area for airplane B.
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Figure 8.- Photograph showing right inlet of airplane
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(a) Longitudinal variation of duct cross-sectional area.

Top view
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Side view

(b) Geometric duct characteristics.

Figure 9.- Geometric duct characteristics and longitudinal variation of
duct cross-sectional ares for airplane C.
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Accessory fairing
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(a) Rake arrangement of (b) Details of rakes.

compressor face
looking aft.

Figure 10.- Compressor-face instrumentation for airplanes A and B.
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a = 2.2

-2 @ =4.5°
m/mo = 0.66 m/mo o068
a=5.6 a = 8.0°
m/mo = 0.68 m/mo = 0.69

(a) M =~ 0.80; hy ~ 22,000 feet.

Figure 11.- Total-pressure-recovery contours at the compressor face with
angle of attack for airplane A.
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a=2.1°
m/mo = 0.93

a = 6.8°
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a = 11.1°
m/mo - 0.92

(b)
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M=~ 1.0; hp =~ 40,000 feet.

Figure 1ll1.- Continued.
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a = 0.1°
m/mO = 0.88
a= 3.9°
m/mo = 0.86

(c)

CONFIDENTTIAL

NACA RM H58C14

Q= 2.3°
m/mo=-= 0.87

M~ 1.4; hy ~ 33,500 feet.

Figure 11.- Concluded.
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Figure 12.- Circumferential and radial total-pressure-recovery profiles
for different angles of attack for airplane A.
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Figure 12.- Continued.
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Figure 12.- Concluded.
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o = h.2°
m/mO = 0.83

() M= 0.9; hp = 26,500 feet.

Figure 1lk.- Total-pressure-recovery contours at the compressor face with
angle of attack for airplane B.
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Figure 14.- Continued.
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Figure 14.- Concluded.
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Figure 15.- Circumferential and radial total-pressure-recovery
profiles for different angles of attack for airplane B.

CONFIDENTTAL



NACA RM H58CL4 CONFIDENTIAL

a = 3.3°
n/mg = 1.00
1.0 F A
(%N —+ — PRSI .. ; p 1 19} \
P'c .9 h
]
Po
.8
o = 5.1°
m/m0 = 0,98

RN
’”.k//

I

|

l

\

b
,,T/
1

p'o
.8
w/m. =
m. =
(0]
1.0 G
B A A
| AT
Pc 9
p'o
.8
a=8
m/mo=0

o
F
1
=
l

=)
nwn

>
(o]
j/y
/]
Té'
|
| !
g ¥
}zl ‘
|
|
1
,-i——-——-’

0 60 120 180 240 300 360

(b) M= 1.05; hp = 42,000 feet.

Figure 15.~ Continued.

CONFIDENTIAL



©

©
o

CONFIDENTTAL NACA RM H58CLL

5
(13}
ow
LI )

©

o

nn
o
._J
]

©|o
O lo

o

|

Le)
(@)

O
(o]

he)
®)

=

=]
(3
wn
(@]
[o¢]
N

>
/
|
;
|
BN

a
(111
[0+]
.« .
Ul
o

m/mo

1
/]
!
l
|
|
1R

0 60 120 180 240 300 3260

6, deg

() M=~ 1.40; hy = 39,000 feet to 41,000 feet.

Figure 15.- Concluded.

CONFIDENTIAL



35

CONF IDENTTAL

NACA RM H58C1h

g susTdal® JO0J OTQBI MOTJ-SSBW PUB YOoB11B JO oTIuB
Y3TH UOTRIO3STP Sanssoxad-T8303 oJBnbs-ugsw-3001 pue LI9A0091 sanssaxd-Te109 988ISAY - 9T 2an3Td

OE\E Bap ‘w»
cO'l 00t G6° 06" - ¥ (o] 91 2l 8 74 0]
| _ | 0°T 03 60 = Ow/m €GT°T 03 ¢6°0 = W
=0 {¢T° ¢6°0 = N
29 TP ESTT 03 juaouad
gt oo LONR
£ 56
000°0€ O ——miEN 7o,
d O]
13
8
. . _ 66°0 01 6g°0 = Ow/w T 03 SE€°T =W O &
ow >0 .mHoH o3 mmoo =N 0°'T Op,muo = OE\E MWHQH o3 mmoo =} fe) o
T . ]
6 o_a
L o O—ag

CONFIDENTIAL



CONF IDENTTAL

o8
C

Airplane

N

0,

—

o

w,.\.o

2 ®
5 N




CONFIDENTIAL

Buraq s1 a8ed sTYL

*STSBQ TBTJI3 B UO ST puw S3J0dad 39U 03 ATUO pappe

*s3a0dax 33TUT VIVN Jo Aydeafofrqlq ® a1Tdwod

03 3J0dad STU3} WOJIJ PIAOWAI 3G UBD PUB J3DBAI dU3 JO @OUITUSAUOD 3Y3 J0J papraoad aiw sdiass esayl

AydeaBortatd
—— UOTIBIG|
T WATT
paadg
6610 8°8 het FU3TH VOWN
03 o3 o RTOGSH
[pepn1out v3Bp adang Jossaaduc) mm.o ﬁmm X 02F 12 03 0 g2 g9°0 BuoN BUON “ AL ANO
= UOT3BY
TR WITT
paad
660 [-N] [ 3 -4BTH V0
09 o3 0% HTOgSH
[papnTouT By®p aFans aossaaduo) £9°0 %66 X ogF 12 03 0 92 9°0 JuoN 3uoN "I ANO
e UOT3BY
WITT
paa
66°0 8'g 4131 -USTH VOVN
03 03 o5 #TOgSH
[papntout ®vywp o8.ns Jossasaduo) £g9*0 %66 X forx 12 ©1 O 9*2 9*0 JUON auoN “TJNOY
— uoT183g
T WITTL
paadg|
660 8'g (ST FuBTE VOVN
o3 03 0y WTORGH |
papniout Bv3Bp a%ans xosgaxduo) £9°0 %66 X 0zF 12 03 O 9'2 9°0 auoN auoy *GIJINOD
Kxsr0081 2] Bap X Zequnu | ToI3ucd | exdoys
a11Joad |artjoad 3P _OT
01381 smssaad |emyord awm«: HHMC geag| wek| “ome mae.a: uoe Teker  onbiTqo UoT3BMITIUCY AqTTT083
SHIBUSY MOTJ-SSEY -1830%3 MOTA -s8reyostq| -3eTur 30 Jo sproutay wealx3s | -Arepunoq Jo pue
iy Xe oTBuy| eT8uwy ’ -edLd| go odAr | xequy 3aoday
20uBmIO J13d v3ep 383L s1a3suered 383 uot3drao9aq
*z2nq

JO 2JULIINDO0 YUY SIOUSP yx TOQUAS YL (2)

“38TUT 3U3 JO B83IB aam3dEd U3 JO
1943 B9 B8JI® SWBS Y3 Y3ITM STOITD ® JO
J1239WEp Y} UO paseq 8T Jaqumu sprouksy (T) SALON

CONFIDENTIAL



CONFIDENTTIAL

Putsq sT afud sTYl

*S1S8Q TBTJ3 B U0 ST pum s370dad 38TUT 03 ATUo pappe

*s3zodag 38TUT VOWN Jo AydeaBoiTqiq ® ST Tdwod

03} 340daa STY} WOJJ PIAOWSI 3q UBD PUB JIPBaI aY3 JO SOUSTUSAUCD ayj JoJ paplaoxd axs sdiays asayl

AudeaBorTqId

— uot3elg)
usIT
paadg
00" 1 26 [0 FUBTH YOVN

o3 01 o3 HT0g¢H
papnyour ®3ep 88ans JIossaxduol) 610 %96 X gr{ 1110 (451 6°0 | se1371dS auQ * QT ANOD
—_— uoTqEls
BT
poadg
001 26 [ FUdTH vovN
03 o3 03 HTORSH WY
papatout B38p 99ans zossaaduoy 6L°0 496 X 2| TToro [4F-1 6'0 | 293371dS sug *QIdNOD
—_— uocTIelsg
WUBTTL
paadg
00°1 26 [389 FugTH vovn
o oy oy HTORGH WY
papniout w3ep a9.ns xossaaduoly 6L°0 %96 X ex| 1Toro0 $'e 6°0 | 123371ds aup * @ INOD
- uote3g
I
paadg
00°1 26 (201 [UBTH YOVN
o3 o3 o3 HTO0QSH Wa
papnioul v3ep adms .mssaaduoy 6L°0 ﬁmm X 2% IT 23 O g2 6°C J33311ds UG * QLINOD

A1540092 Fo Bap o7 x |asamnu{ toxjuoo | exooys
ar1Joxd {ar1g0ad P "
[oR3:8-%9 aunssaad {e.maotd ‘nag| ‘¥owl3m 9 youW PEYN: g anbiTqo

syamuay MOTF- 5S8R -1830% »®OTd |mw.~“wwao |MMMMH Beag o 30 mmwﬂﬂmm weaa3s | -Axepimoq 30 uoT38mMITJuUo) hvﬂ..mwwou

WMWY XEW arBuy oTIuy -9aad| Jo odfy | aqumy e

QOUBILIO JI9] B3UP 393] sxejaueand g3say, uotadirosaq
rzznq

JO B30USLMODO 3Y3 8330UIP x TOqmAS YL (2)

‘39TUT aU3 Jo waxw aanided sy3z jJo
3%y} S8¥ WoIB SWES Sy} YITm STOJTO ¥ JO
J1239WETp 3U3 UO DPaseq ST J3qumu sPTouksH (1) SAION

CONFIDENTIAL



CONFIDENTIAL

Buiag sy a¥ed syyL

‘8198Q [OTJI} @ uo ST pus s3Jodaz JeTul 03 ATuO pPappw

+ggx0dad 39TUT VOVN Jo AydexBoyTqlq ® STTdmod

03 3J0dad STY3} WOJIJ PIAOWAI 3Q UBD PUB J8PEaI 3yl JO 2DUSTUSAUCD 3Y} J0J papfacad aas sdials asayf

AydsaBorTard
uotye3g
BT
—_— paadg|
99ans 09 9°1 g0 “ FUBTH VOVN
Jotad £Ta38TPSWWT SUOTR TP 03 o3 HTO0QGH Wi
-uod J03 ATuo pajuassaad wy8Q [$3 21 03 0 w1 9°0 x3311ds | swo QL INOD
uotyelg
WATTL
_—— pasdg
s3uns o3 91 g°0 M FUBTH YOVN
Joyad A7238TpSmAT SUOIRTD 03 o3 HTOQGH WH
~u0d 10J ATuo pajuasaad wyB(Q (%4 2T 031 0 11 9°0 1933 11dS auQ *QIANOD
uotIelg
3T
—_— paadg
98ams o3 91 g0 M FUBTH VOVN
qotad A79)8Tpemu} SUOTITP 03 o3 HTOQSE WM
-uod 103 ATuo pajuassad wI8Q tF 21 03 0 w1 9°0 | 3933711ds 3uQ il o]
uoF3wIg
= WBTTL
M paadg
aguns 03 9°1 g'0 FuBTH VOVN
207ad ATajeTpomOy SUCT] TP 0q 03 HIOQGH Wd
=~u0d J03 ATuo pajuassaad wiug €3 21 9% 0 7't g9'0 fre3ayids U0 ‘@@ANCD
K12A0031 2. -E1 X Jaqunu | Toxjucd | syooys
sT1Joad farryoad P _0T
oT3ux smsesaxd | amyord o emst] ‘MowyyE 9 Yo xafeT |anbiTqe
O 38 3 Taqunu UOT3B.MBT Juo; & 8,
syIvway HOTJ-ST8Y ~T8303 noTL .wwudn.nm.m««a .vWMWH a Jo Jo nu.nwgwm wasI3s | -Arwpunoq 30 ® 1o vﬂm—ww :
ummXeN or8uy| eTBUY -e9d| Jo oAy | Iequny jz0dsy
20UBMIO JId ®3%p }8a], sIajawered 383 uotadTa08aq
*zznq
JO IVUALMIOO BYF 830USP ¥ ToAqWAs Y (2)
*33Tut 3y} Jo vax® aamideo Yy Jo
48U} S® BoJY SWBS Y} YITM ITOIFO ¥ JO
JI8}9WBTp 3Y3 UO Paseq §f Joqumu sprouksy (T) SIAION

CONFIDENTIAL



